
Features:
• Decorative thermofoil over wood,  

for easy cleaning, durability and  
better esthetics

• Easy to install

• Pre-drilled for diagnostic equipment

• Power cord concealed behind board

• Custom shapes for specialty areas

Avoid installation pitfalls by using Amico wallboards to securely fasten diagnostic 

equipment to your wall. No unsightly holes in your drywall due to complicated 

installs. Now, decoratively created for your patient environment.

Specialty Wall Boards Concealed Cable Management

Wall Boards



Sizing and Installation
Specialty Wall Boards

Small Wall Boards

Wall Board Installation Bracket

Large Wall Boards
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DESCRIPTION:
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DESCRIPTION:
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SCALE: 
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DESCRIPTION:

PART NO:

SCALE: 
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DESCRIPTION:

PART NO:

SCALE: 
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• Pre-drilled wall board allows 
for simple installation of 
diagnostic station

• Wide variety of colors and 
wood laminates to meet all 
design needs

• Color can be matched to 
Amico Headwalls

DESCRIPTION:

PART NO:

SCALE: 
DRAWN BY: 

CHECKED BY: 

SHT. OF

DRAWING NO:

NTS

PROJECTION

DATE:

DATE:

FINISHED PART IS TO BE: ______________

NOTE: Ensure that machined part is free of surface 
scratches, dents, or other cosmetic defects that may 
cause imperfections during anodizing or painting. 

17.0”  (43.2 cm)

• Universal wall bracket to 
mount any Amico wall board

• Ideal for drywall, and  
stud installations


